
 

   
                                                                                                                        
 
 
 
 
 
 
 
 
 
 
 

 
 
CONVERSION VARNISH  vs. 
LACQUER FINISH— 
When planning a kitchen project, the cabinet 

finish is one of the most important 

considerations.  Conversion varnish is our 

finish of choice because it is an extremely 

hard surface that is resistant to water, 

alcohol, marring and scratching.   The results 

may look similar to a lacquer finish, however, 

there are some key differences between these 

two materials. A conversion varnish can have 

a higher solid content of 40 to 60 percent by 

volume and a dried film density of twice that 

of traditional lacquer.  It has a higher elasticity which allows it to hold up better through wood 

joint expansion.  Though both finishes provide protection for wood surfaces, it is the conversion 

varnish that we use to succeed in providing a long lasting, durable finish. 
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Full extension trash pull outs are great 

for garbage and recycling.  They also are 

offered with a lid and work well for 

storing pet food.  

 

“…Yes, the kitchen and family room are 

exquisite. When I look around at all the 

elements and details and how they came 

together, I can honestly say I wouldn't do 

anything differently!...” 
 

Gail T., Sammamish 
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Natural Wood Expectations 
 
Joint Lines ï Did you know that wood is in a constant state of expansion and contraction with changes in weather and moisture?  As a 

result of normal movement, hairline cracks at the joints in the finish may appear on doors.  This natural occurrence does not weaken or 
diminish the strength of the joints. 
 
End Grain ï Did you know that end grain surfaces are softer in composition than other areas of wood and they absorb more stain and 

often appear darker? 
 
Telegraphing ï The grain in wood is the identifying feature of each wood type and will ñtelegraphò or show through stain.  Open or 

coarse-grained woods (oak, hickory) will telegraph more than closed or fine-grained woods (cherry, maple). 
 
Mineral Streaks ï In nature, mineral deposits may form in wood as a tree extracts nutrients from the soil.  Common in many wood 

types, these mineral deposits may cause blackish-blue streaks in the grain.  When a finish is applied to mineral streaks, it may appear 
lighter or darker than other areas of the wood. 
 
Aging ï Certain woods (e.g., cherry or mahogany) will continue to mellow and darken over time.  This can bring warmth to lightly 

stained wood and increases depth below darker stains. 
 
Some Environmental Factors ï Wood products are typically affected by environmental conditions that may alter its appearance from 

what it looked like when it was new.  As wood ages, the appearance may change or darken over time due to environmental factors 
such as interior lighting, sunlight and humidity. 

 

 
 

 

 
 

 

 

 
 
 

 
 
 
 
 
 

Cabinet Door Glazing  --Glazing is a very subjective, yet beautiful, finishing treatment.  With our 

custom cabinet finishing, each door becomes òone-of-a-kindó and unique in its appearance.  We 

match every glazed door to a control sample and each door will 

take glaze differently.  Color consistency is more difficult to control 

on glazed products than other products.  Some of the factors 

influencing color consistency are grain patterns, wood density, 

stain color, thickness of the sealer coat, sealer sanding and overall 

size of the piece of wood.  All glazed products will vary in 

appearance.  
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M onochromatic color scheme derived from a 

single hue:  White 

Subtle and peaceful 

Custom cabinets/ engineered stone countertops 

“I just wanted to let you know that we are impressed so far with the quality 

of the work…I love their attention to detail.  We are excited to see the 

progress every day!”  
 

Chris C., Woodinville  


